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GENERAL EQUIPMENT DESCRIPTION
PROJECT 1.3 CONTRACTS AF 19(122)-59 AND AF 19(60L )=605

SECTION I
INTRODUCTION

Under contract to the Air Force Cambridge Research Center, Bendix Aviawion
Corporation Pacific Division designed and fabricated telemetering squipments
consisting of a number of dirborne transmitting units and several receiving and
recording ground stations. iIn a series of tests the equipments were used for
measurements of the horizontal and vertical pressure distributions and of the
rate of change of pressuresa and of certain temperatures during and immediately
after the detonation of therme=nuclear devices. These data are for use in con-
tinuing the studiss of propagation of shock waves originating frem such detona-
tions. rays of telemetering transmitting units were deployed in prescribed
patterns at a number of discreet altitudes and distances from the blast center,
Although this telametering equipment was designed to meet a spscific requirement,
many features were incorporated into the design which permit modification to
miet a variety of requiremenis. This is particularly true of the receivinz sta-
tion installations,

Certain of the airborne equipments and all of the ground receiving squipe-
ments remain in good operating condition although the projects for which thay
were Huilt have been concluded. The purpose of this report is to describe
briefly the physical and e@lectrical features of both ths airborne and grournd
eduipment and their adaptability for use on other projects,.

Bagically the airborne telemeter consisted of a crystal controlled R trans-
mitter, three sutcarrier oscillators and three variable reluctance pickups. All
of the airborne telemeters are 3jdentical except for the carrier frequency, The
RP iransmitters opsrated in the 235,5 to 259,25 mc band, Subcarrier frequencies
employed were 7.35 kc, 1045 kc and 1.5 kc. Two measurements of peak over—
rressure and an ambient altituds measurement were the prime information obtained.
Measuremente of canister release time and large and small cnute opening times
were obtained by the uce of an incremental frequency shift system. A specially
designed sequence timer was used to control parachute deployment.

The basic telemetering receiving station <.signed for use in conjunction
with the airborne telemeters above consisted principally of an FM receiver,
amplifiers, subcarrier handpass filtars, discriminators, low pass output filters
and a rec¢ording oscillopraph.
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Because a prime operational requirement necessitated the use of as many
as twenty-two zirborne telemetering sets simultaneously, twonty-two receiving
stations were required to receive and record the transmitted intelligence.
The twenty-two stations were housed in three USAF mobile trailers. Eight
stations were hcused in each of two trailers and the remaining six were in=-
stalled in a third trailer,

Two additional receiving stations were fabricated to provide facilities
for pre-operational testing of the airborne equipment zt sites located remntely
from the trailer-housed receiving stations. These stations were very similar

to those installed in the trailers, but were made portable for maximum operation-
2l convenience,

A fourth mobile %railer was modified tc provide photographic dark-room
facilities and work space at remote locations.,
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SECTION 11
ATRBORNE TELEMETRY

One hundred airborne telemetering canisters were designed and fabricated by
Bendix Aviation Corporation, Pacific Division DNevalopment laboratories under
Contract No. AF 19(122)-li59 with Air Force Cambridge Research Center. The can-
isters (see Figure 1) were designed to house a telemetering transmitting set
plus #n associated pressure measurement system, a Multiple Object Training System,
8 parachute suspension and control system, and power supplies. The canister
weight minus instrumentation and power supplies is approximately two hundred
pounds. The unit is very rugged, with the excepiion of the antenna and tail
section, and will withstand severe shock without being damaged or deformed.

In past usage, the canisters wers deployed from B-29 aircraft, and a dual para-
chute system was employed to contirol their descent, Fifty of the canisters were
expended in tests (on Contracts AF 19{122)-L59 ard AF 19 (604)-605) and three
were expended for other purposes. Forty-seven of the one hundred canisters, al-—
though used, remaindad in a serviceable condition at the termination of Contract
No. AF 19(604)-605, The instrumentation of the canisters, checkout proccdures,
and test squipment data are cnvered in detail in Bendix Report No. DLM-di.

Physically the canisters consist of three sectionsg a nose section, center
section, and tail section. The following table lists ths approximate volume of
each section.

Nosa Section 450 cu. in.
Forward Compartment Center Section 680 cu. in,.
Afier Compartment Center Section 1470 cu. in.
Forward Compartment Tail Section 570 cue. ine
After Compartment Tail Section 2070 cue ine

Tctal « « 5240 cu. ine.

The after compartment was designed to house the parachute package and
consequently was not available for housing elecironic equipment. Excluding
this section, 3170 cue. in. of space is available in each canister to house
instrumentation equipment. Thus it can readily be seen that a large amount
of instrumentation could be packaged into the available space. For other
applications the bulkhead which separates the center section into two compart.

ments could be removed without sacrificing the structural integrity of the
canister.

The canisters equipped with parachute suspension systems provide a unique
zoAns of obtaining measurements of free air phenomenas In the past approxi-
mately ninety percent of these deployed over land have been recovered undamaged
except for the antenna., This presents the pcssibility of using these vehicles

to obtain direct recordings of free air phenomena without the use of an RF
link and the required ground eguipment,
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SECTION IV
TRAILER RECEIVING STATIONS

The twenty-two telemetering receiving ziations are housed in three movile
trailers (see Figurs 2}, Twc of the ihrese trailers contain eight stations each
and the third contains six stations. Figures 3 and i show twe interior views
of one of the eight station trailers. A fourth trailer is equipped with photo-
grarhic dark room facilities and maintenance facilitizs, Bendix Instruction
Book DIM-17 (AFSWP-221) provides ccrplete opmerational and maintenaice instruc-
tione for the truilers and the telemetering receiving equipment,

The telemetering receiving equipment installed in the three trailers can
simultaneously receive and record data from twenty-two RF carriers each modulaied
by three subcarrier intelligencs channels. As pressntly equipped; the three
subcarrier channels ir each station are 7,35 k¢, 10,5 ke and 14,5 kco Thus a
trailer housing eight stations, contains twenty—fnur subcarrier discriminators,
eight for each cf the subcarrier frequancies listed abeve,

it is probable that for cther uses it would be desirible to accommodate
fewer RF carriers with an increased number c¢f subcarrier channels per carrier,
The telemetering receiving siaticns in the trailers could be converted to meet
such requirements within limivs at a relatively low cest,

Tne basic telemeterirg staticn is illustrated by the block diagram belows

P i3
’Lo*o Filter

Bandpa Discrimina-d
_ Flltcr Amplifier tor
7233 k¢ 7535 ke
S
Re-~ Bg?dpass : ; g}?Clmln“ — ftecording
ceiver Filter Amplifier “"‘w) ¢ i Osciliograph
—— 103(; RC .'..00, RC | PR
Bandpass I Discriminas
Filter Amplifiier | Yor 1
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Since the bandpass filters and low pass filters are standard plug-in units,
and the diseriminator frequency determining unit is alsc of the plug-in type,
any three of the standard subcarrier
by otiaining the desired plug-ir components,

via

nnels listed below could be utilized

Center Frequercy Devistion Bandwidth Intelligence
cpa. % Center Frequency <ps cps
400 27.5% 60 &
560 +745% 8l 8
730 +7.5% 110 11
960 7,5% 1LL U1}
1300 27.5% 196 20
1700 27.5% 256 25
2300 27.5% 346 35
3000 3705% 1150 L5
3500 27.5% 586 60
£L00 +7.5% 810 81
735¢C +7,5% 110z 110
10500 +7.5% 3576 157
14500 27.5¢ 176 22
22000 »15 % 6600 A60
10000 #5 % 12000 1200
70000 %15 % 210c0 2100

By eliminating one receiver, and connecting its bandpass filters, eica,
to another receiver, the number of subcarvier intelligecnce channels may be
increaased to six as shown belows

ST R Low Pass
7035 ke Amplifier Dlellmo——-Filter i
Receiver 10,5 ke| _|Ampiifier| |Discrim,| |LO™ Fass
e Filter
2 TR i Low Pass
# 145 ke Amplifier Dlscrlm""{Filter
Connect
Ll 122 ke Amplifier| |Discrim,| | Pass
L Flluel"
Disconnect-,
Recoiver ‘ LO kc ' Amplifier Diserim Lor Pazs
¢ e | RSCriBet 1 Filter
: : ) SO Iow Pass
70 kc F__Ampllfiez DlSC‘lmo__.Filter
5 -~
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In the illustraticn above, the subecarrier frequencies of 22, 4O and 70 ke
are mersly 2rbitrary values, since any of the standard FM/FK subcarrier channels
could be emplioyed, as mentioned previously.

By siwilarly saploying the subcarrier channels of other stationsg in the
trailer tla intelligence handling capacity of any one receiver can be increased
to limite governed only by practical considerationz, Maximum utilization of the
avajliable equipment in one of the eight-—station trailers would result in twoc
stations, each capable of receiving and recording twelve subtcarrier intelligence
channels, The arrangeuents described above would requirs modification of the
existing inter-comporent wiring in the trailers, However, such wiring changss
may be accomplished without great difficulty as all componenis are mounted in
standard racks and are removable permitiing easy access to the cabling which is
installed in the rear of the racks,

Zach trailer is equipped with two antenna masts and antennae., Each antanna
may feed as many as four receivers through an antenna coupier connected betwesen
each antenna and ity associated receivers, Provisions have been made for re-
motely training the antennae from inside the trailers. Each trailer is equipped
with refrigerant type air conditicninge Other operational conveniences built
into tha trailers include an inter-trailer communications system, spare paris,
storage space ard ejuipment maintenance space,
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SECTION IV
PORTABLE RECEIVING STATIONS

Bendix Report No. DIM=ll covers in detail the cperating and meinienance
instructicns relating to the Portabls Stations. The same flexibility i=
available in these stations as in the stations mounted in the trailers; with
the excaption that additional discriminators and mounting z2ccommodations woiuld
be required for these units to haadle additional subcarrisr channels. These
units were designed to be used for field checkout of airborne telemeters at
sites remote from the trailsr receiving station installations. Figure 5 shows
the twe portable receiving st-ticne s¢i ap for operation.
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